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SYMBOLS

To reduce the risk of injury, user must read instruction manual

Double insulation

Caution / Warning  

Conformity making that product comply with applicated Ukraine Technical regulations.

This product is recyclable. If it cannot be used anymore, please take it to 
waste recycling centre. 

In
directives

accordance with essential applicable safety standards of European 

Green point : Packaging recycling.

Faulty and/or discarded electrical or electronic apparatus have to be collected 
at the appropriate recycling locations

 eht taht esac eht ni yticirtcele sniam eht morf gulp eht gulpnu yletaidemmI 
cord gets damaged and during  maintenance.

Wear eye protection

Wear dust mask

Wear hearing protection.

Wear the PPE if working time is over 30mins,which prevent you from the 
heat injury of aluminum gearbox.
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1. Work area safety
a) Keep the work area clean and well lit. Cluttered or dark areas invite accidents.
b) Do not operate power tools in explosive atmospheres, such as in the presence of flammable liquids, gases or dust. 
Power tools create sparks which may ignite the dust or fumes.
c) Keep children and bystanders away while operating a power tool. Distractions can cause you to lose 
control.

2) Electrical safety
a) Power tool plugs must match the outlet. Never modify the plug in any way. Do not use any adapter plugs with 
earthed (grounded) power tools. Unmodified plugs and matching outlets will reduce the risk of electric 
shock.
b) Avoid body contact with earthed or grounded surfaces, such as pipes, radiators, ranges and refrigerators. There is 
an increased risk of electric shock if your body is earthed or grounded.
c) Do not expose power tools to rain or wet conditions. Water entering a power tool will increase the risk of 
electric shock.
d) Do not abuse the cord. Never use the cord for carrying, pulling or unplugging the power tool. Keep the cord away 
from heat, oil, sharp edges and moving parts. Damaged or entangled cords increase the risk of electric 
shock.
e) When operating a power tool outdoors, use an extension cord suitable for outdoor use. Use of a cord suitable 
for outdoor use reduces the risk of electric shock.
f) If operating a power tool in a damp location is unavoidable, use a residual current device (RCD) protected supply.
Use of an RCD reduces the risk of electric shock. 

2. SAFETY INSTRUCTIONS

WARNING ! Read all safety warnings and all instructions
Failure to follow all instructions listed below may result in electric shok, 

SAVE ALL WARNINGS AND INSTRUCTIONS FOR FUTURE REFERENCE
The term «power tool» in the warnigs refers to your main-opaerated (corded)
power tool or battery-operated (cordless) power tool.

General Power Tool Safety Warnings
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1. INTENDED USE FOR THE DEXTER POWER ROTARY HAMMER

MAIN PURPOSE:

Check that all parts are present
• Carefully remove the tool from its packaging and check that the following parts are present:
1 x Rotary hammer
1 x Auxiliary handle
1 x Depth gauge
1 x Dust shield

1 x Wrench
1 x Key chuck with adaptator

• This tool is designed to break, scale and drive concrete or similar materials.

If any parts are missing or damaged, please contact our Customer Services on the number provided on the front page.
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2. SAFETY INSTRUCTIONS

32

3. Personal safety
a) Stay alert, watch what you are doing and use common sense when operating a power tool. Do not use a power tool 
while you are tired or under the influence of drugs, alcohol or medication. A moment of inattention while 
operating power tools may result in serious personal injury.
b) Use personal protective equipment. Always wear eye protection. Protective equipment such as dust mask, 
non-skid safety shoes, hard hat, or hearing protection used for appropriate conditions will reduce personal injuries. 
c) Prevent unintentional starting. Ensure the switch is in the  off-position before connecting to power source and/or 

battery pack, picking up or carrying the tool. Carrying power tools with your finger on the switch or energizing power 
tools that have the switch on invites accidents.
d) Remove any adjusting key or wrench before turning the power tool on. A wrench or a key left attached to a 
rotating part of the power tool may result in personal injury.
e) Do not overreach. Keep proper footing and balance at all times. This enables better control of the power 
tool in unexpected situations.
f) Dress properly. Do not wear loose clothing or jewellery. Keep your hair, clothing and gloves away from moving 
parts. Loose clothes,jewellery or long hair can be caught in moving parts.
g) If devices are provided for the connection of dust extraction and collection facilities, ensure these are connected 
and properly used. Use of dust collection can reduce dust-related hazards.
4. Power tool use and care
a) Do not force the power tool. Use the correct power tool for your application. The correct power tool will do 
the job better and safer at the rate for which it was designed.
b) Do not use the power tool if the switch does not turn it on and  off Any power tool that cannot be controlled 
with the switch is dangerous and must be repaired.
c) Disconnect the plug from the power source and/or the battery pack from the power tool before making any 
adjustments, changing accessories, or storing power tools. Such preventive safety measures reduce the risk 
of starting the power tool accidentally.
d) Store idle power tools out of the reach of children and do not allow persons unfamiliar with the power tool or these 
instructions to operate the power tool. Power tools are dangerous in the hands of untrained users.
e) Maintain power tools. Check for misalignment or binding of  moving parts, breakage of parts and any other 
condition that may affect  the power tool’s operation. If damaged, have the power tool repaired before use. 
Many  accidents are caused by poorly maintained power tools.
f) Keep cutting tools sharp and clean. Properly maintained cutting tools with sharp cutting edges are less 
likely to bind and are easier to control.
g) Use the power tool, accessories and tool bits etc. in accordance with these instructions, taking into account the 
working conditions and the work to be performed. Use of the power tool for operations different from those 
intended could result in a hazardous situation.
5) Service
a) Have your power tool serviced by a qualified repair person using only identical replacement parts. This will 
ensure that safety of the power tool is maintained.
Hammer safety warnings
• Wear ear protectors. Exposure to noise can cause hearing loss.
• Use auxiliary handle(s), if supplied with the tool.  Loss of control can cause personal injury.
• Hold power tools by insulated gripping surfaces, when performing an operation where the cutting accessory may 
contact with hidden wiring or its own cord. Cutting accessory contacting a "live" wire may make exposed 
metal parts of the power tool "live" and could give the operator an electric shock.
• Wear a dust mask.  Working on wood and other materials can cause dust   that is harmful to your health.
Additional safety regulations
Even when the tool is used as prescribed it is not possible to eliminate all residual risk factors. 
The following hazards may arise in connection with the tool’s construction and design:

WARNING ! 
This field may, under some circumstances interfere with active or passive medical implants. To reduce the risk of serious or fatal 
injury, we recommend that persons with medical implants consult their physician and the medical implant manufacturer before 
operating this machine.
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3. DESCRIPTION

4. TECHNICAL DATA

 

 

 

 
 

1. Front cover
2. Fastening sleeve
3. Grease cap

5. Light indicator
6. Function adjust knob
7. Locking button
8. Auxiliary handle
9. Depth gauge
10. Depth gauge locking knob
11.Aluminum gearbox
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Model
Rated voltage
Rated frequency
Rated input

1500RH2-50.5 

220-240V~
50Hz
1500W

No load speed     
Impact Rating
Protection Class
Impact energy 
Max. Capacity  Concrete: 
                       Wood: 
                       Steel: 

 0-850/min
0-4500/min
II
5.1J
32mm
40mm
13mm

Declaration of the noise emission values according to EN 60745-1 and EN 60745-2-6
noise measurements
A-weighted sound pressure level: LpA

Uncertainty        KpA

A-weighted sound power level: LWA

Uncertainty        KWA

96 dB(A)
3 dB
107 dB(A)
3 dB

Declaration of the vibration emission emission according to EN 60745-1, EN 60745-2-6
Main handle
Chiselling, ah.Cheq

Uncertainty K
Hammer drilling into concrete, ah,HD

Uncertainty K

10.911 m/s2

1.5 m/s2

9.299 m/s2

1.5 m/s2

Auxiliary handle
Chiselling, ah.Cheq

Uncertainty K
Hammer drilling into concrete, ah,HD

Uncertainty K

11.324m/s 2

1.5 m/s2

10.976 m/s2

1.5 m/s2
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Before undertaking any work on the machine itself,  pull out the power plug

Grease the shank end of the tool regularly

Inserting

Removing

Auxiliary handle

Indicator light

The tool can be changed simply and easily with the SDS-tool holder and without any additional aids. 

The front cover (1) prevents most of the drilling dust from entering into the machine when it is in operation. When inserting tools, 
take care not to damage the rubber head (1). Have the customer service department change a damaged dust protection cap 
immediately.

Clean and grease the shank end of the tool. Push back the SDS-Plus chuck (2) of the tool holder and insert the tool into the tool 
holder by turning it. Then release the SDS-Plus chuck (2). Check that the tool is correctly locked in place by pulling on it.

Use the machine only with the auxiliary handle (8). Loosen the handle by turning it anti-clockwise. Rotate the auxiliary 
handle (11) to the desired working position and retighten the handle firmly.

Connect the plug to the power outlet, the indicator light (5) will switch on.

Depth stop

Loosen the locking knob (10) for the depth stop (9) and place the straight part of the depth stop (9) in the hole.  Then tight en the 
locking knob . 

Push back the SDS-Plus chuck (2) of the tool holder and remove the tool. Then release the SDS-Plus chuck (2)

4. TECHNICAL DATA

5. BEFORE OPERATING THE EQUIPMENT

The declared vibration total value may be used for comparing one tool with another, and may also be used in a preliminary 
assessment of exposure.

WARNING ! 
from the declared value depending on the ways in which the tool is used.  Identify safety 
measures to protect the operator that are based on an estimation of exposure in the 
actual conditions of use (taking account of all parts of the operating cycle such as the 
times when the tool 

declared total! Adopt proper measures to protect yourself against vibration exposures! 
Take the whole work process including times the product is running under no load or 

-
nance and care of the product and application tools, keeping hands warm, periodical 
breaks and proper planning of work processes!
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6. OPERATION

These rotary hammers have four settings: drilling, hammer drilling, chisel rotation and chiselling. Always allow the motor 
to come to a complete stop before changing the operating mode to avoid damage to the tool.If you want to change the 

adjust the function knob (6).

Drilling

Set the function knob (6) to drinlling mode.

Hammer drilling

Set the function knob (6) to hammer drinlling mode.

Chisel rotation

Set the function knob (6) to chisel rotation mode.

Chisel rotation

Set the function knob (6) to chiselling mode.

Chiseling

Do not drill in blind areas where there could be hidden electric, gas or water lines. Use the appropriate detectors 
to find these lines in the work area or call the local utility company for assistance.
Touching electric lines may cause a fire or an electric shock. Striking a gas line will probably result in an explosion. Breaking 
into a water pipe will cause property damage or may cause an electric shock.

Hold electric tools by their insulated handles whenever there is the possibility of touching hidden 
wires or the tools own cords while using them. Touching a “live” wire can transfer the voltage to 
the exposed metal parts of the tool and give the operator an electric shock. Always use the correct 
voltage: the voltage of the power source must comply with the values on the nameplate of the machine.

35
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Overload Clutch

Switching on: Press it down

In low temperatures, the machine reaches its full hammer/impact performance only after running for a certain period of time. 
This start-up time can be shortened by striking the drill/chisel against the floor once.
Speed control: Press the switch by slight or heavy strength to control the ratation speed from minimum to maximum.

If the drill becomes caught or jammed, the drive to the drill spindle is interrupted. 

loosen the drilling tool. Using a machine that has a jammed drilling tool can result in 
strong torques!

After use, check the tool to make sure that it is in top condition. 
It is recommended that you take this tool to an Authorized Service Centre for a thorough cleaning and lubrication at least once a 
year.
If the power cord is damaged, it must be replaced by the manufacturer, its service agent
order to avoid a safety hazard. 
If the carbon brushes need to be replaced, have this done by a qualified repair technician (always replace both brushes at the same 
time).
If you want to change the grease when the machine has been used after 24 hour, you can use the wrench to remove the oil cap 
and replace it accordingly, but the grease cup is not included with the tool,you could find the universal lithium grease and fill 
around 30g into the machine.

WARNING ! To ensure safety and reliability, all repairs should be performed 
by an AUTHORIZED SERVICE CENTRE or other QUALIFIED SERVICE 
ORGANIZATION. SAVE THESE INSTRUCTIONS FOR FUTURE REFERENCE.

7. MAINTENANCE

36

6. OPERATION
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8. TROUBLE SHOOTING

WARNING ! Only perform the steps described in these instructions! All further 
inspection, maintenance and repair work must be performed by an authorised 
service centre or a similarly qualified specialist if you cannot solve the problem by 
yourself!

Problems  Possible Cause Solution

Product does
not start

Product does
not reach full
power

Unsatisfactory
result

Excessive vibration 
or noise

Not connected to the power supply

Extension cord not suitable for 
operation with this product

Drill bit / chisel is dull/ damaged

Drill bit / chisel is dull/ damaged

Bolts/nuts are loose

Drill bit / chisel not suitable for 
workpiece material

Power source (e.g.generator) 
has too low voltage

Air vents are blocked

Connect to the power supply

Use a proper extension cord

Replace with a new one

Replace with a new one

Tighten bolts/nuts

Use proper drill bit / chisel

Connect to another power source

Clean the air vents

Power cord or plug is defective

Another electrical defect in the 
product

Check by a specialist electrician

Check by a specialist electrician

9. DISPOSAL AND RECYCLING

This label indicates that this product should not be disposed with other household wastes throughout the EU. To 
prevent possible harm to the environment or human health from uncontrolled waste disposal, recycle it responsibly 
to promote the sustainable reuse of material resources. To return your used device, please use the return and 
collection systems or contact the retailer where the product was purchased. They can take this product for 
environmentally safe recycling.

37
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10. WARRANTY

1. DEXTER POWER products are designed to the highest DIY quality standards.
DEXTER o�ers a 36-month warranty for its products, from the date of purchase. This warranty 
applies  to all material and manufacturing defects which may arise. No further claims, of 
whatever nature, either direct or indirect, relating to people and/or materials can be made.
2. In the event of a problem or defect,you should first always consult your DEXTER dealer.
In most cases, the DEXTER dealer will be able to solve the problem or correct the defect.
3. Repairs or the replacement of parts will not extend the original warranty period.
4. Defects which have arisen as a result of improper use or wear are not
covered by the warranty. Among other things, this relates to switches, protective
circuit switches and motors, in the event of wear.
5. Your claim upon the warranty can only be processed if:
• Proof of the purchase date can be provided in the form of a receipt
• No repairs and/or replacements have been carried out by third parties
• The too has not been subjected to improper use(overloading the machine or fitting non- 
   approved accessories).
• There is no damage caused by external influences or foreign bodies such as sand or stones.
• There is no damage caused by non-observance of the safety instructions

and the instructions for use.
6. The warranty stipulations apply in combination with our terms of sale and delivery
7. Faulty tools returned to DEXTER via your DEXTER dealer will be collectedby DEXTER as long as the 
product is properly packaged. If faulty goods are sent directly to DEXTER POWER by the consumer, 
DEXTER will only be able to process these goods if the consumer pays the shipping costs.
8. Products which are delivered in a poorly packaged condition will not be  accepted by DEXTER.
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PART  NO  DESCRIPTION MATERIAL QTY
1 front cover NBR 1

2 clip ring 65Mn 1

3 steel ball rack PA6-GF30 1

4 steel ball rack spring 65Mn 1

5 steel ball 7.14 Gcr15 5

6 rotary sleeve 40Cr 1

7 O ring 19.8*2.1 NBR 2

8 O ring 13*3 fluo rubber 1

9 X ring 13*1*4 fluo rubber 1

10 impact hammer 35CrMo 1

11 air hammer 20CrMnTi 1

12 O ring 18*3.05 fluo rubber 2

13 steel ball 6.35 Gcr15 3

14 front placket YL102 1

15 screw with flat washer M5*25 50# 4

16 oil seal NBR 1

17 bearing washer Q235 2

18 blocking ring 65Mn 1

19 bearing 61906 Gcr15 1

20 rubber distance ring HNBR 1

21 distance sleeve PA6-GF30 1

22 distance sleeve washer Q235 1

23 clip ring 27*2 65Mn 1

24 torque spring blocking ring 65Mn 1
25 torque spring 65Mn 1
26 clutch system 20Cr 1

27 cylinder 40Cr 1

28 needle pin 3*8 Gcr15 3

29 clip ring 26.7*1.6 65Mn 1

30 big gear washer G235 1

31 big gear 40Cr 1

32 clutch system small washer 65Mn 2

33 clip ring 27.8*34.5*2 65Mn 1

34 clip ring 42 65Mn 1

35 oil bearing FTG90-20 1

36 oil blocking pin Q235 1

37 piston pin Gcr15 1

38 piston 2A70 1

39 piston shaft 2A70 1

40 small oil bearing FTG90-20 1

40
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41 gear box YL102 1

42 oil cover PA6-GF30 1

43 oil cover wool felt Wool felt 1

44 O ring 37*1.8 NBR 1

45 spindle 20Cr 1

46 rubber damping sleeve NBR 1

47 damping washer10 65Mn 1

48 flat washer17.5*10.3 Q235 1

49 damping spring 65Mn 1

50 damping washer Q235 1

51 damping screw 35# 8.8level 1

52 bearing 6003 Gcr15 1

53 clip ring 35 65Mn 1

54 clip ring 17 65Mn 1

55 spindle spring 65Mn 1

56 first gear clutch 20CrMnTi 1

57 first gear 20CrMnTi 1

58 cylinder washer10.1*15.9*1.2 65Mn 2

59 second gear drive plate 65Mn 1

60 clip ring 8.8*1 65Mn 1

61 cylinder washer12.2*17.8*1.2 Gcr15 1

62 needle beaing 40Cr 1

63 flat keyA3*3*12 20CrMo 1

64 bearing 6001 Gcr15 2

65 second gear 40Cr 1

66 clip ring 10 65Mn 2

67 second gear clutch system 40Cr 1

68 small gear spring 65Mn 1

69 bearing 627 Gcr15 1

70 guide post Gcr15 1

71 blocking pin 40Mn 1

72 second gear drive plate 40Mn 1

73 blocking pin spring 65Mn 1

74 first gear drive plate 40Mn 1

75 middle cover sealing washer NBR 1

76 middle cover YL102 1

77 rotor 1500W rotor 1

78 bearing 608 Gcr15 1

79 guide post PA6-GF30 1

80 stator 1500W stator 1
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81 screw 35# 8.8 level 2

82 housing PA6-GF30 1

83 screw with flat washer M5*40 35# 8.8 level 4

84 carbon brush support copper piece H69 2

85 volute spring 65Mn 2

86 carbon brush graphite 2

87 screw 35# 8.8 level 4

88 back cover PA6-GF30 1

89 screw 35# 8.8 level 13

90 left handle PA6-GF30+TPE 1

91 switch cover PA6-GF30 1

92 switch switch 1

93 capacitator capacitator 1

94 right handle PA6-GF30+TPE 1

95 power indicator protection cover PC 1

96 power indicator power indicator 1

97 terminal block PA6-GF30 1

98 cable clamp PA6-GF30 1

99 cable sheath PVC 1

100 power cord power cord 1

101 inner button PA6-GF30 1

102 O ring 19.8*2 NBR 1

103 clip ring 24 65Mn 1

104 function button PA6-GF30 1

105 function button spring 65Mn 2

106 knob PA6-GF30 1

501 auxiliary handle lock ring Q235 1

502 T bolt 50# 1

503 auxiliary handle supporter PA6-GF30 1

504 auxilary handle PA6-GF30+TPE 1

201 depth gauge 50#

202 dust cover NBR

203 14*250mm flat chisel 40Cr

204 14*250mm point chisel 40Cr

205 BMC PE

206 wrench 50#

207 13mm chuck 40Cr

208 chuck shaft 40Cr

209 chuck key 50#
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Ce produit se recycle,
s’il n’est plus utilisable 

déposez-le  en déchèterie.
Notice à trier.

Pour en savoir plus : 
www.quefairedemesdechets.fr

SN:1051420107052101332511

    

** Гарантия 3 года /  Кепілдік 3 жыл / 3-year guarantee

    Сделано в Китае - Қытайда жасалған - Made in China 2021       
 

Импорттаушы / Сатушы / Қазақстан 
Республикасында өнім сапасы бойынша 
наразылықтарды қабылдайтын ұйым: «Леруа 
Мерлен Қазақстан» ЖШС. 050000, Қазақстан 
Республикасы, Алматы қ., Қонаев көшесі, 77 үй, 
«PARK VIEW» БО, 6-қабат, 07-кеңсе.
Импортер / Продавец / Организация, 
принимающая претензии по качеству продукции в 
Республике Казахстан: ТОО «Леруа Мерлен 
Казахстан». 050000, Республика Казахстан, г. 
Алматы, ул. Кунаева, д. 77, БЦ «PARK VIEW», 6 
этаж, офис № 07.

Для товаров, требующих обязательного подтверждения соответствия, 
копию сертификата\декларации можно получить на стойке информации 
магазина Леруа Мерлен

Сəйкестікті міндетті растауды талап ететін тауарлар үшін сертификаттың / 
декларацияның көшірмесін Леруа Мерлен дүкенінің ақпарат бағанынан 
алуға болады

Date of manufacturer/
Дата изготовления/
 Шығарылған күні:04/2021 

Шығарылған күні:

Изготовитель /Өндіруші: Цзиньхуа Скай Талент Пауэр Тулз Ко., Лтд
Адрес/Мекенжайы: №18 Хуанлун 3 Роуд, Хуанлун Индастриал Парк, Уи, 
Цзиньхуа, Чжэцзян, Китай /Қытай




